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Why the Pentahook?
Our competitors hope that you do not discover why the Pentahook is properly positioned. However, for the ultimate in
safety and reliability, you should.
In most facilities, the loading dock is the harshest and least considered from a maintenance and cleanliness standpoint.
Generally, access to the loading dock operation is available to transport personnel not employed by your company and
who are not trained or aware of your safety procedures and policies.  In an effort to get in and out of the dock area as
quickly as possible, safety procedures and policies can be compromised or ignored altogether.
Many of the conditions illustrated below can have an adverse effect on the operational effect of conventional, dock-
face installed vehicle restraints.  Even if the operation is partially compromised a disastrous situation could occur,
resulting in an accident at your loading dock.
Loading docks are a necessity.  Selecting the safest vehicle restraint is a responsibility.

Important safety equipment should not be
affected by the elements commonly present
at the face of every loading dock. The fact
that the Pentahook is protected under the
dock leveler results in the following benefits:

Direct and indirect costs of an industrial 
accident at the loading dock can easily 
exceed $1,000,000 and result in increased
insurance costs. The Pentahook Vehicle
Restraint Safety System reduces the 
potential for such an accident.

Eliminate damage to trucks and restraints from impact forces.
Eliminate external wiring and the potential for electrical shock
and/or damage to electrical connections during repetitive truck
positioning.

Eliminate damage and costly repairs to the restraint or snow removal
equipment caused by hidden impact. Eliminate difficulty of negotiating
equipment close enough to face of the dock for proper snow removal.

Eliminate downtime and maintenance costs caused by accumulation
of snow, ice and debris. These conditions can also cause the restraint
to show false, therefore dangerous, operation signals.
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Pentahook Features:
• Minimum maintenance, cleaning and maximum reliability, as main workings are protected from weather and debris under 

the dock leveler.

• Installation position permits easy snow and debris removal and prevents trucks from “taking a run” at the restraint.

• Reliable, fully hydraulic operation finds and holds truck’s ICC bumper, eliminating any truck movement.

• Dock Leveler interlocked with Pentahook ensures additional safety because dock leveler will not function until the Pentahook 
restrains the truck’s ICC bumper or the wheels are manually chocked and the key override is activated by dock area supervisor.

• Permits access to dock face by all vehicles even those with low ICC bumpers or tailgates since no part of the parked restraint 
projects beyond the face of the dock.

• Programmable logic controller (PLC) allows for flexible interconnection with other equipment in the dock area.

• Unscheduled attempt to depart while truck is hooked will cause control panel light to flash and warning buzzer to sound.

•  Existing loading docks can be modified to accommodate the installation of Pentahooks.

Pentahook Vehicle Restraint Safety System
Installation Placement Positions It as the Ultimate Vehicle Restraint

The Pentahook’s dual locking arms cycle out
from under the leveler and hook on to the
ICC bumper to safely and securely restrain
the vehicle at the loading dock. 

Pentahook in stored position, ready to accept truck.

The Pentahook provides protection against:
Trailer Creep: The forward impact onto the trailer by the lift
truck during loading/unloading causes the trailer to inch for-
ward until the dock leveler lip falls unnoticed off the back of
the trailer. Once this happens, the lift truck is prone to fall into
the opening between the trailer and the dock leveler.
Unscheduled Departure: Thinking that the loading/unloading
operation is complete when it is not, the truck driver pulls
away from the loading dock. The lift truck operator 
unknowingly drives into the opening and falls with the 
lift truck and cargo to the driveway.
Landing Gear Collapse: Landing gear supports the front of
the trailer when it is parked at the loading dock without the
tractor in position. The repetitive motion of a lift truck driving
across the dock leveler into the trailer puts excessive pressure
on the landing gear. This can lead to its failure and cause the
front of the trailer to collapse.
Providing Wheel Chocks Does Not Effectively Prevent These
Types of Accidents Because:
1) Chocks may not hold the trailer if they slip on ice, snow, wet 

pavement or are improperly positioned.
2) Chocks may be viewed as an inconvenient nuisance by the loading dock personnel and therefore the chocks are not used.
3) Once chocks are stolen or missing, the trailer cannot be secured.
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The Pentahook System
Restraint Unit

Vertical height compensation
provided by tilt springs
which allow the
Pentahook to
properly “float”  up
and down with the
truck / trailer sus-
pension during
loading and
unloading

Correctly positioned cylinder provides complete
cylinder area for maximum holding strength.
Chrome cylinder rod is never exposed outside
of protected pit area

Operation range
9” to 29” 

40,000 lb. restraining 
capacity

Dual locking arms provide an extra wide
hooking face increasing the effective
restraining strength of the trailer’s ICC
bumper

Communication System
External Components Operation

When the Pentahook is in the
stored position, the green light is
illuminated on the deluxe 
external light unit, (ready to
receive a vehicle) while the red
light is illuminated on the 
internal control panel (unsafe to
load/unload). Once the vehicle is
in position, the dock attendant
activates the restraint system to
“Hook Vehicle” and the outside
light automatically changes from
green to red (no truck depar-
ture). The Pentahook securely
engages the vehicle’s ICC
bumper. The inside light on the
control panel changes to green
to indicate that it is safe to load/
unload the truck/trailer. If the
restraint cannot engage the
truck’s/trailer’s ICC bumper, a
warning buzzer sounds and the
control panel’s red light flashes
to indicate that the vehicle is 
not restrained.

Exterior Communication System
(view from truck mirror) 

Deluxe light unit
Conventional and reverse image

exterior signs

Internal Components 

CAUTION
LOAD/UNLOAD

ON GREEN
LIGHT ONLY

Compression spring absorbs shock loads
applied to restraining members, increasing
the effective restraining strength of the
trailer’s ICC bumper

Control panel

Internal sign


